<table>
<thead>
<tr>
<th>Power-On Configuration</th>
</tr>
</thead>
</table>

- **92.1% 16.1 A 2.1 kW**
- **59.9 Hz 119.3 V**
- **= Tap key briefly**
- **= Press key for about 1 second**

---

**WARNING**

TO AVOID ELECTRIC SHOCK, USE ONLY THE TEST LEADS SUPPLIED WITH THE TESTER. USE 600V RATED PROBE TIP ADAPTERS. ("600V" IS PRINTED ON EQUIPMENT SO RATED.) REMOVE ALL TEST LEADS THAT ARE NOT IN USE.

USE ONLY THE 801-500mA AC CURRENT PROBE OR A SAFETY-DESIGNED EQUIVALENT (SUCH AS THE FLUKE MODEL 801-1000A) THAT IS RATED FOR 600V ON BOTH THE JAWS AND THE MEASURING SECONDARY. REMOVE ANY CURRENT PROBE THAT IS NOT IN USE.

USE OF THE TESTER IN A MANNER NOT SPECIFIED MAY IMPAIR SAFETY.

**FLUKE.**
A linear load with no phase shift.

A nonlinear load, usually resulting from a pulse-type power supply.

A linear load that is 180 degrees out of phase. A Current Probe pointed in the wrong direction or reversed polarity voltage leads can cause this indication. This incorrect alignment will also cause negative power readings.
SERVICE

For service information, call 1-800-825-9810 (USA and Canada). From other countries, contact the nearest Fluke Service Center.

For application or operation assistance or information on Fluke products, call:

600-44-FLUKE in USA and Canada
(314) 723-3333 in Europe
206-356-5500 from other countries

Fluke Corporation, P.O. Box 9090 Everett, WA 98206-9090
Fluke Europe B.V., P.O. Box 1186, 5602 BD Eindhoven, The Netherlands

FLUKE

PN 942882
February 1994
©1994 Fluke Corporation. All rights reserved. Printed in U.S.A.